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Purpose-built Design 

The slim and lightweight design makes BPS Series 

easy to hold and carry. Using the two-shot molding, 

the radio looks stunning and ensures better tactile 
feel. The color can be customized to match the 
working environment or uniforms. 

Trustworthy Quality 

BPS Series is built with Hytera quality. At Hytera, 
quality is everywhere, from the world's largest 
professional mobile radio (PMR) production line, to 

strict supplier management system, to stringent 

quality control process. All of these contributes to the 

durability and reliability of each radio. 

• 

Outlast Your Shift 

BPS Series features an uncompromised, long-lasting 
battery which remains 80% capacity even after over 
500 charges and discharges. Benefiting from 
powerful 1 OW charging, BPS Series can be fully 

charged only in 1.8 hours; in other words, one-hour 

charging means 10-hour working time on a 5-5-90 

duty cycle. The Type-C USB port on the radio allows 
the users to charge BPS Series anywhere with a 

power bank. In addition, the battery is rugged 
enough to withstand extreme temperature. 



SPECIFICATIONS 
General 

Frequency Range 
Channel Capacity 
Zone Capacity 
Zone Channel 
Channel Spacing 
Operating Voltage 
Battery 
Battery Life 
(5/5/90 Duty Cycle,High TX Power) 
Frequency Stability 
Antenna Impedance 
Weight(with antenna&battery) 
Dimensions (H x W x D) 
BT (optional) 
Display 
Receiver 
Sensitivity 

Adjacent Channel Selectivity 

Intermodulation 

Spurious Response Rejection 

Blocking 

Hum and Noise 
Rated Audio Power Output 
Rated Audio Distortion 
Audio Response 
Conducted Spurious Emission 
Transmitter 
RF Power Output 

FM Modulation 

4FSK Digital Modulation 

Conducted/Radiated Emission 
Modulation Limiting 
FM Hum&Noise 
Adjacent Channel Power 
Audio Response 
Audio Distortion 
Digital Vocoder Type 
Environmental 
Operating Temperature 
Storage Temperature 

ESD 

Dust and Water Intrusion 
Humidity 
Shock and Vibration 

"Radio only- Battery-20°( 

ACCESSORIES 
STANDARD ACCESSORIES: D 

Li-ion Battery 
1500mAh 

Rapid-rate 
Charger • ' I I I I 
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Li-ion Battery 
2200mAh 
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Carrying Case 
(Nylon) 

Power Adapter(USB) 
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Chest Pack 

BP562 BP512 
136-174MHZ;350-400MHZ; 400-470MHZ 136-174MHZ; 400-470MHZ; 450-520MHZ 

4 

210g 

N/A 

,--
OPTIONAL ACCESSORIES: 1 __ � 

Power Adapter 
12V/1A 

Type-C Cable 

Belt Clip 

C-Earset 

------

256 (Digital+Analog) 

16 
12.5kHz/20kHz/25kHz 

7.2V 
1500mAh (Standard); 2200mAh (Optional) 

Analog: 12h(l 500mAh), 16h(2200mAh) 
Digital: 17h(l 500mAh), 23h(2200mAh) 

±0.Sppm 
500 

115X55X29.5mm 
BT 5.0 BLE+EDR 
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230g 

1.77 inch TFT, 160Xl 28pixel 

Digital: 0. l 8µV / BERS% 
Analog: 0. l 8µV (12dB SINAD) 

TIA-603: 60dB@l 2.5kHz; 70dB@20/25kHz 
ETSI: 60dB@l 2.SkHz; 70dB@20/25kHz 

TIA-603: 70dB@l 2.5/20/25kHz 
ETSI: 65d B@l 2.5/20/25kHz 

TIA-603: 70dB@l 2.5/20/25kHz 
ETSI: 70dB@l 2.5/20/25kHz 

TIA-603: 80dB 
ETSI: 84dB 

40dB@l 2.5kHz; 43dB@20kHz; 45dB@25kHz 
lW 
�3% 

+1 to -3dB 
<-57dBm 

136-174Mhz/450-520Mhz: SW/lW(high/low) 
350-400Mhz/400-470Mhz: 4W/1 W(high/low) 

11 K0F3E@l 2.SkHz; 14K0F3E@20kHz; 16K0F3E@25kHz 
12.SkHz Data Only: 7K60FXD 
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12.SkHz Data and Voice: 7K60FXW 
-36dBm<lGHz; -30dBm> 1 GHz 

±2.5kHz@l 2.5kHz; ±4.0kHz@20kHz; ±5.0kHz@25kHz 
40dB@l 2.5kHz; 43dB@20kHz; 45dB@25kHz 

60dB@l 2.5kHz; 70dB@20/25kHz 
+1 to -3dB 

�3% 
AMBE+2™ 

-30'C* ~ +60°C 
-40°C ~ +SS'C 

IEC 61000-4-2 (Level 4) 
±8kV (contact); ±15kV (air) 

I EC60529-I P54(Standard)/I P67(Optional) 
MIL-STD-81 OH 
MIL-STD-810 H 

Strap Antenna 

Programming Cable D-Earset 
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Earpiece with Transparent Speaker Microphone 
Acoustic Tube 

______) 

Waterproof Bag Multi-unit charger 
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Address: Unit 11, 100 Leek Crescent, Richmond Hill, 
ON L4B 3E6.
 Tel: 905 305 7545 ex 203 
 Http: //www.hytera.ca info@hytera.ca

Respond & Achieve 

Hytera retains right to change the product design and specification. Should any printing mistake occur, 
Hytera doesn't bear relevant responsibility. Little difference between real product and product indicated 
by printing materials will occur by printing reason. 
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